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SECTION 1: BRIEF HISTORICAL DETAILS 

The subjects of this kit are the 113 Adams 3300 gallon tenders built as follows: 

Built for 

locomotive class 

Locomotive 

numbers 

Date built       Builder/ 

      built at 

Fooplate 

height 

Front handrail 

height 

X2   4-4-0 583/4/6 - 96 4/1891 – 5/1892 Nine Elms 11” 3’ 9” 

A12 0-4-2 607-646 11/1892 – 4/1893 Nielson 7” 3’ 6” 

T3   4-4-0 557 - 576 12/1892 – 11/1893 Nine Elms 11” 3’ 9” 

X2   4-4-0 577 – 82/85 9/1893 – 3/1894 Nine Elms 11” 3’ 9” 

A12 0-4-2 604-606 3/1894 – 4/1894 Nine Elms 7” 3’ 6” 

A12 0-4-2 647-656 11/1894 – 5/1895 Nine Elms 7” 3’ 6” 

T6   4-4-0 677 - 686 9/1895 – 5/1896 Nine Elms 11” 3’ 9” 

X6   4-4-0 657 - 666 12/1895 – 6/1896 Nine Elms 11” 3’ 9” 

 

For a detailed history of these tenders, I suggest you refer to the following definitive books by the late D.L.Bradley: 

Part two of ‘The Locomotives of the L.S.W.R.’ published by the R.C.T.S. 

‘LSWR Locomotives - The Adams Classes’ published by Wild Swan. 

 

Other valuable sources of information and photographs are: 

A Pictorial Record of Southern Locomotives  - J.H.Russell – OPC 

Locomotives Illustrated No. 111 – The British 0-4-2 – RAS Publishing 

Locomotives Illustrated No. 124 – Adams LSWR 4-4-0s – RAS Publishing 

Southern Steam Locomotive Survey - The Adams Classes - Bradford Barton 

The LSWR at Nine Elms: Vol. 1. – Barry Curl – KRB Publications 

Variations/Modifications incorporated into the kit 

 

Footplate height: The footplate height varied according to the height of the locomotive footplate. 

Front handrail stanchions: Similarly, the front handrail stanchions matched the height of the locomotive cab 

stanchions. 

Rivets: Over the years some of the flush rivets originally used on the frames were replaced with snap headed 

rivets. 

Rear steps: The steps at the rear were removed from the circa 1905 onwards. 

Lamp brackets: The tenders were built with Adams socket style brackets. Drummond added extra socket brackets 

to his design. The SR standardised on a design with the socket in the lamp. Many tenders had the Adams and 

Drummond brackets adapted to accept the standard lamps but some of the later survivors were fitted with new 

brackets of standard design. 

Toolboxes: When built, some tenders carried a large wooden toolbox. These appear to have been removed by 

circa 1900. 

Steam heating pipes: These were added from about 1902. 

Safety chains: When built the engines were fitted with safety chains. These were gradually removed during 

Drummond’s time. 

Couplings: Most of the tenders appear in their early years to be running with a single long coupling link, although 
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some carry two further links. Later the tenders were equipped with screw couplings together with a hook to carry 

the coupling when it was not required. 

Coal Rails: Three coal rails were fitted from circa 1900.  

Fire iron brackets: These were added from circa 1900. 

 

SECTION 2: CONSTRUCTING THE CHASSIS 

Note that many of the components handed left/right and care must be taken to ensure the correct component is 

used. I have not always identified left/right components separately but with care and common sense no 

problems should arise. 

Open up the holes in the chassis frames (parts C1 & C2) as follows: 

1.6mm to fit the compensation beam pivots - 0.45mm to fit the wire for the brake hanger pivots – 0.7mm for the 
water feed pipes – 1.2mm for the brake cross shaft - to fit the top hat bearings for the rear axle.  

Emboss the rivets on the lower edge of the frames. 

Fold over the axle slot reinforcing plates, on the chassis frames, through 180° with the half-etched line on the 
outside of the fold.  Widen the slots so that the axles are a sliding fit. 

Fold over the water feed pipe brackets and reinforce the fold with a filet of solder. Solder the rear bearings in 
place. 

Select the appropriate stretchers to suite your gauge. (Widest P4 – Middle EM – narrowest OO). Open up the holes 
in part C3 to accept the wire for the loco/tender flexible pipe connections, 0.6mm for the sand pipes and 0.8 mm 
for the drawbar pin. 

Fold up the stretchers with the fold lines on the inside. Solder the stretchers in place in the chassis slots checking 
that the chassis is straight and square.  

Construct the compensation beam by soldering the two halves (part C5) together. Cut a piece of 3/32" brass tubing 
to fit between the sides of the chassis frames and solder the beam in place, centrally. Fit the beam using a piece of 
1.6mm brass wire as the pivot.  

Temporarily fit the wheel sets and check that the chassis is level and works correctly.  Wheel side control is limited 
by using the washers, part C11.  

Solder the drawbar pin (0.8mm wire) in place together with the water feed pipes (0.7mm wire). 

Solder the brake hanger pivots, from 0.45mm wire, in place. Refit the wheel sets and retain as shown in Fig. 2. 

Open up the holes in the brake hanger laminations (part C6) - upper 0.45mm - lower 0.7mm – emboss the rivet 
detail and solder together. Attach the hangers to the pivot wires. Check the clearance between the brake shoes 
and the wheels making any necessary adjustments.  

Make up the brake pull rods and cross shafts (parts C7, C8 and C9) as shown in Fig.3. 

Assemble the brake gear as shown in Figs.2 & 3. 

Solder the sand pipes (0.6mm wire) and hand brake linkage (part C10) in place. 

 

SECTION 3: CONSTRUCTING THE FRAMES / BUFFERBEAMS / HANGING PLATES ASSEMBLY 

 First emboss all the rivets on parts F2, F3, F4, F7, F8, F9, F10, F13, F14 & F18 as appropriate. Fold down the 

brackets along the edges of the frame base (part F1) and solder the hanging plates (part F6) onto the brackets.   

The lower edge of the front buffer beam folds back to form a ledge, which locates and retains the chassis at the 
front. Using the half-etched lines as a guide reduce its’ width so that it fits between the chassis frames. Now make 
the fold to create the ledge. 
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Solder part F12 to the front buffer beam and add part BR7, before soldering in place. If appropriate, drill out the 
holes in the rear buffer beam (part F13) to accept the safety chain eyes (part F20). Solder the rear buffer beam in 
place.   

Fold up the required steps (parts F7, F8, F9 & F10) and solder in place on the frames (part F2) together with part 

F4. Solder the guard irons (part F3) in position on the inside of the frames and bend to shape.  

Attach the frames checking that they are at right angles to the base then fold up part F14 and solder in place.  

Emboss the locating rivets on the transverse stays (part F5) and fold up along the half-etched lines. It may be better 

to finally fit the stays after painting, which will allow the tank, outside frames and chassis assemblies to be painted 

separately.  The stays can be threaded over the brake pull rods before the chassis is finally screwed into place.  The 

dimples at the outer edges of the stays are designed to locate in the rivet holes on the inside of the outer frames. 

 

SECTION 4: CONSTRUCTING THE TANK 

Solder the four 12BA nuts over the four holes near the corners of part T1. Check that the hanging plate assembly 

can now be screwed under part T1. Similarly solder the 10 BA nut over the hole for the chassis fixing screw at the 

rear. 

Emboss the rivets in the tank top (part T5) before folding to shape. Build up the rear toolbox on the tank top using 

parts T26, T27, T28 & T29. 

Form and fit the rear handrails, from 0.45mm wire, in the holes in the tank back (part T4). Solder appropriate part 

L1 to the tank rear and tank sides (part T2). 

For 3’ 9” front handrail stanchions fold over the small upper brackets on part T2 and reinforce with a small fillet of 

solder. 

For 3’ 6” stanchions break off the brackets and replace with part T3 soldered in the small slots on the inside of part 

T2. 

Open up the holes in the front plate (part T6) to accept the sandboxes (part W2) and bucket cock (part BR8). Fold 

up and attach part T7. 

Now test the fit of the tank components – base, sides, back, front plate and top. Locating the tabs along the lower 

edge of parts T2, T4 & T6 into the slots in part T1. Note the back fits between the sides. 

If all is well, the solder the tank together tanking care to ensure the base stays flat.   

Open up the small holes in part T10 to accept the 0.2mm wire which retains the toolbox padlocks (part T30). I 

suggest fitting the padlocks is left until painting is complete. 

Curve part T10 and solder in place in the slots in the tank top. Add the toolbox lids (parts T11 or T12) as 

appropriate. 

Form the curve in the coping plates (parts T13 and T14) over a 7/32” rod or tube, as shown in Fig.8. I have found 

enough space on the etches to include a spare part T14, so I suggest you try forming the rear coping plate first.  

It is very important to: 

(a) always keep the 7/32” rod absolutely clean – any debris on the surface will emboss a dent in the coping 

plate.  

(b) always keep the 7/32” rod located against the lower edge of the beading – this ensures the curve in the 

coping plate will be the correct position. 

Cut a piece of stout card 15mm by 15mm. Hold the coping plates in position with the card and using part T15 to 

establish the correct height, tack solder the coping plates in position. The rear coping plate fits inside the side 

coping plates. When you are satisfied with the position and fit of the coping plates complete the soldering and 

clean up with a glass fibre brush.  
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Solder the footplate support (part T17 or T19) in place on part T1. Open up the holes in the footplate (part T19) to 

accept the sand pipes (0.6mm wire) and part BR2. Solder the footplate in place and add the front handrail 

stanchions from 0.45mm wire.  

If appropriate, emboss the rivets on the coal rails (part T16), fold over the stanchions through 180o and solder to 

the back of the coal rails. Shape the brackets to fit on the inside of the coping plates and over the tank top. Using 

Fig.4 as a guide mark the position of the coal rails on the tank assembly before carefully soldering the coal rails in 

place. 

The appropriate remaining components can now be fitted as shown in Fig. 6, Fig. 7, Fig.9 and Fig.10. 

I hope you enjoy building and using your tender as much as I have enjoyed researching and designing it. If you have 

any problems with the kit or any criticisms or suggestions please feel free to contact Brassmasters. 

 

Best wishes 

Martin Finney 
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ETCHED COMPONENTS  
 

 
CHASSIS TANK 

C1.   Chassis frame - left side T1.    Platform 

C2.   Chassis frame - right side T2.    Side – (2) 

C3.   Chassis stretcher - front – two three widths T3.    Handrail stanchion bracket – 3’ 6” high - (2) 

C4.   Chassis stretcher - rear – two three widths T4.    Back 

C5.   Compensation beam lamination - (2) T5.    Top 

C6.   Brake hanger/shoe lamination - (12) T6.    Front plate 

C7.   Brake pull rod lamination - (2) T7.    Step on front plate – (2) 

C8.   Brake cross shaft – front/middle – (2) T8.    Coal door - closed 

C9.   Brake cross shaft – rear T9.    Coal door – open 

C10.  Brake linkage lamination - cross shaft to hand brake - 
(2) 

T10.  Front toolbox side – (2) 

C11.  Washer - wheel side control T11.  Front toolbox lid – (2) 

C12.  Drawbar – 2 lengths 
T12.  Front toolbox lid with slot to accommodate fire iron 
cruciform 

 T13.  Coping plate – side -  (2) 

FRAMES / HANGING PLATES / BUFFERBEAMS T14.  Coping plate – back 

F1.    Base T15.  Jig for aligning coping plate 

F2.    Outside frames - (2) T16.  Coal rail - (2) 

F3.    Guard iron – (2) T17.  Footplate support - 7” high 

F4.    Brake shaft bearing – (2) T18.  Footplate support - 10” high 

F5.    Lower transverse stay – (2) T19.  Footplate 

F6.    Hanging plate - (2) T20.  Fire iron cruciform 

F7.    Upper step – front - (2) T21.  Fire iron bracket 

F8.    Upper step – rear - (2) T22.  Sanding lever – (2) 

F9.    Lower step – front - (2) T23.  Water filler base 

F10.  Lower step – rear - (2) T24.  Water filler lid 

F11.  Front buffer beam T25.  Water filler lid handle 

F12.  Front buffer base plates - (2) T26.  Rear toolbox side – (2) 

F13.  Rear bufferbeam T27.  Rear toolbox front 

F14.  Rear bufferbeam/frame angle bracket – (2) T28.  Rear toolbox back 

F15.  Coupling hook  T29.  Rear toolbox lid 

F16.  Coupling link T30.  Padlock - (2) 

F17.  Screw coupling - four parts  

F18.  Screw coupling hook LAMP BRACKETS 

F19.  Steam pipe valve handle L1.   Adams - tank side/tank rear/tank top - (6) 

F20.  Safety chain eye - (2) L2.   Adams  - tank top - mounting bracket 

F21.  Safety chain hook - (2) L3.   Drummond - rear platform - (3) 

F22.  Buffer washer – 7mm – (2) L4.   Drummond - tank top – mounting bracket 
 L5.   SR/LSWR  - tank rear/tank top - (3) 

 L6.   SR/LSWR  - rear platform – (3) 

 L7.   SR - rear platform - (3) 

 L8.   SR - tank rear - (2) 
 L9.   SR - tank top 
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WHITEMETAL CASTINGS OTHER COMPONENTS 
  

W1.    Axlebox/spring - (6) 2mm bearing – (2) 

W2.    Sandbox – (2)  

W3.    Water filler 10 BA screw 

W4.    Wooden toolbox  10 BA nut 

W5.    Wooden toolbox – lid 12 BA x 3/32” screw - (4) 
 12 BA nut - (4) 
  

BRASS CASTINGS 
Brass tube - 3/32” outside diameter - for compensation 
beam pivot 

BR1.    Brake column  

BR2.    Brake handle Brass wire - 0.2mm for tool box locks  

BR3.    Sandbox lid – (2) 
Brass wire - 0.3mm for fire iron cruciform and wooden 
toolbox handles 

BR4.    Sanding lever spindle – (2)  Brass wire - 0.45mm for handrails and brake hanger pivots 

BR5.    Vacuum pipe Brass wire - 0.6mm for sand pipes 

BR6.    Steam heating pipe Brass wire – 0.7mm for water feed pipes 

BR7.    Front buffer - (2) Brass wire – 0.8mm for drawbar pin 

BR8.    Bucket cock Brass wire – 1.2mm for front brake shaft 
 Brass wire – 1.6mm for compensation beam pivot 

 
 

 
 

 Buffer housing, head and spring - (2) 

 
 

 Components not provided 

 
 

 Wheels 3' 9" diameter - 10 spokes – (6) 

 2mm axles – (3) 

  

 

ULTRASCALE  produce a slightly undersize 10 spoke wheel 
which is 3’ 7” diameter. 
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